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| IMHA500PV

VOLTAGE D& 2000V

BLUETOOTH DIGITAL MULTIMETER AC 1500V

DC10A
-INDUSTRIAL,HVACS SOLAR PV APPLICATION CURRENT ¢ 10A

-HIGH-FREQUENCY REJECTION

-L0Z FOR PREVENTING FALSE READING FROM GHOST VOLTAGE (4)
-AUTO VIOLT FOR AUTOMATIC AC/DC VOLTAGE SELECTION

“DATA LOGGING / MANUAL SAVE UP T0 4000 RECORDS | o
-BATTERY CAPACITY INDICATION IN SEGMENTS

ILHE500PY B o

VOLTAGE

SOLAR CLAMP METER AC 1500V
-INDUSTRIAL, HVAC & SOLAR PV APPLICATION CURRENT D 600A

-2000VDC MEASUREMENT FOR PHOTOVOLTAIC OUTPUT,
SUPPLIED WITH DESIGNATED PV TEST LEADS

-DC 600MV MEASUREMENT FOR SENSORS OR OTHER APPLICATION CAT IV 600V
-DC UA FOR FLAME ROD TESTING
-INRUSH CURRENT MEASUREMENT (100MS)

AC 600A

-6,000 COUNT WITH LARGE WHITE LED BACKLIGHT DISPLAY (4)
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Intertek

CAT Il 1000V

JCMEr00PY

SOLAR CLAMP METER e DC2000V 2
-AC/DC VOLTAGE, AC CURRENT, RESISTANCE, FREQUENCY, AC 1500V /Z
CAPACITANCE AND TEMPERATURE MEASUREMENTS cURRENT DC 1500A :
-TRUE ROOT MEAN SQUARE (TRMS) MEASUREMENT AC 1500A e

-NON-CONTACT VOLTAGE DETECTION

-AUTORANGING C _ >
~6000 COUNTS

-MAX/MIN FUNCTIONS P caT IV s00v
-PEAK FUNCTION = il
-RELATIVE FUNCTION
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